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The area above the confluence of the Animas River \Vith Cement Creek is one ::u·ea 
where additional investigation is necessary. In particular, more infmn1ation is needed 
on the Mayflower iv!ill and Tailings area and its potential contribution to impaired 
water quality in the reach of the Animas River between gaging station A-68 and the 
gaging station at Howardsville. Given Sunnyside's experience vvith, and knowledge of 
the Mayflower Mill and Tailings area, the Agencies request that Sunnyside develop a 
draft Remedial Investigation (Rl) work plan for this area for review and discussion, 
and then implement the agreed upon R[ ·work plan. 

Some of the provisions we believe should be included in such an RI work plan are: 
l) an in-depth investigation of the historical uses and disposal practices in the 
Mayflower Mill and Tailings area; 2) groundwater chemistry of the tailings and other 
on-site sources; 3) groundwater flux and discharge ofthe tailings with a loading 
analysis to the Animas River; 4) an evaluation of the cap material and detailed cross
sections of the constructed tailings impoundments; 5) the location of the disposal area 
for the sludge from the Gladstone water treatment plant; and 6) detailed information 
including perfonna:nce data about the reactive barrier wall that Smmyside constructed 
at the Maynower Mill and Tailings area. 

In addition. the Agencies request that Sunnyside develop a draft Remedial 
Investigation and Feasibility Study (Rl/FS) work plan for the American Tunnel at 
Gladstone for review and discussion, and then implement the agreed upon work plan. 
The purpose of an RI/FS will be to provide the Agencies, as \veil as other 
stakeholders, with a comprehensive understanding ofthe impacts of the American 
Tunnel on the water quality in Cement Creek and the Animas River at Silverton and 
possible remedial alternatives. 

We believe the work plan tor the American Tunnel should include: I) an in~depth 
investigation ofthe tmmcrs history and construction; 2) the locations of fractures, 
faulting and mineralization influenced by the tunnel and the associated mine pool and 
the eflects of these features on groundwater 11ow and surface water chemistry; 3) 
groundwater pathways and hydraulic inf1uence of the three bulkheads; and 4) an 
evaluation of treatment and disposal options capable of mitigating the metal loading 
from the American Tunnel to adjacent streams and seeps. 

Both the May1lower Mill and Tailings area Rl \VOrk plan and the American Tunnel 
RI/FS work plan should also include a project management plan addressing schedules, 
roles and responsibilities. and a review process that includes local stakeholders· input. 
All work plans must include appropriate quality assurance project plans that comply 
with EPA requirements for all data collection activities. 

Vv'e would like to hear from you by the end of February, 2015 in order to allmv 
sufficient time to draft and finalize plans for gathering data during the 2015 field 
season. 
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